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AURLITY CONTROL

The production plants have established
and apply a guality management suy-
stem that fulfils the requirements of the
standard 1SO 8811 The production gua-
lity system is also certified according to
ISO 3834-2 standard for welding and
structural activities. Product and material
testing at external independent notified

bodies are also available upon request.

CE CONFORMITY

ATLANTE Spherical Bearings (ASBs) that
are designed and manufactured in accor-
dance with EN 1337-1 are marked with

the CE label. This indicates that they ful-

fil all requirements of the standard and
that the manufacturing facilities are sy-
stematically and

regularly inspected

by an independent certification bodu.

PARCKING

ATLANTE Spherical Bearings RASBS)
are supplied on pallets ready for ship-
ping. Each spherical bearing manu-
factured by ATLANTE is provided with

an identification label indelibly marked.

STORAGE

When ATLANTE Spherical Bearings (ASBs)
are not directly installed upon supply, they
shall be stored in an adequate area, raised
from the ground and in such a way as to

be protected from dust, humidity and mud.

INSTALLHATION

The structure’'s axes marked on the upper
surface of the ASB and the identification
label enable the bearing itself to be paositio-
ned precisely. Nylon slings should be used
when lifting bearings into position in order
to avoid any damage. Substructures shall
reach the exact level to suit the thickness
of the bearing so that the superstructure
will be at the specified level after comple-
tion. For ASBs that require positive means
of location, after positioning, the anchor
recesses are concreted. The subsequent-
ly placed mortar bed should not be more
than 48 mm thick; the use of mortar which
can flow beneath the bearing during pla-
cing is recommended. If ASBs are provided
with movements restraints, the bearings
must be able to move freely as soon as
they are connected to both superstructu-
re and substructure, removing the tem-
porary clamps. After installation, the area
around the bearing assembly should be
cleaned to ensure the proper unrestricted
functioning of the bearings. All formwaork,

excess grout, etc, should be removed.

MRINTENANCE

ATLANTE Spherical Bearings (ASBs) are
designed and manufactured in order to
reduce maintenance interventions to a mi-
nimum level. If nothing special happens on
the structure (i.e. fire, earthguakes, violent

impacts..) bearings need only a visual in-
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spection every five years at least, to ve-
rify cleanness of the area around the be-
arings, integrity of the corrosion protection
and PTFE sheets thickness, which has to
be uniform all over the surface. This matter

can be verified checking outside thickness

of the PTFE protruding from the recess.
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OFFER

ATLANTE can provide guotations on the

basis the following information:

[l Design code to be applied.

[l R drawing showing the layout of the
bearings with identification marks and
particulars of any special locating re-
guirements.

W Maximum, minimum and permanent
vertical loads and corresponding ho-
rizontal loads at the load combinations
required by the design standard.

[ ] Maximum horizontal loads, if any, in the
structure's longitudinal and transver-
se directions and corresponding verti-
cal loads at the load combinations re-

quired by the design standard.
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[l Displacements and rotations in the
structure's longitudinal and  tran-
sverse directions.

Il Type of fixing required.

about  the

W General information

structure.

SUPPORT

ATLANTE uses technological and orga-
nizational innovation combined with its
excellent human and professional re-
sources, to develop solutions capable
of satisfuing the needs of our clients, fol-
lowing the philosophy of the tailor-made
manufacturing, in line with the worldwide
well-known reputation of the made-in-I-
taly style. ATLANTE recommends ex-

tensive consulting already during the

constructional schematic stage of the
project. We especially appreciate intense
collaboration and comprehensive service
offers, including on-site inspections and
after-sales support. For further informa-
tion and assistance, please contact us or

Visit our website: www atlanteingegneria.it
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